
SECTION II
CORRECTIONS TO C. G. LIGHT LIST, VOLUME I LIGHT LIST, 2000

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

21375
25210

STAMFORD HARBOR WEST
BREAKWATER LIGHT 3

41 00 54 N
73 32 18 W

Iso G 6s 47 5 SG on tower.

* 21/01

NEW LONDON HARBOR AND VICINITY (Chart 13213)

New London Harbor

21790 - Channel Lighted
Buoy 2

41 17 37 N
72 04 39 W

Fl R 2.5s 4 Red.

* 21/01

21805 - Channel Buoy 4 41 18 29 N
72 04 45 W

Red nun.

* 21/01

21815 Black Ledge Buoy 4BL Red nun.

* 21/01

21820 Black Ledge Buoy 6BL Red nun.

* 21/01

21875 - Channel Lighted
Buoy 7

41 20 19 N
72 05 07 W

Fl G 6s 4 Green.

* 21/01

21950 - Buoy 15 Remove from list.

* 21/01

22000 - Lighted Buoy 3 41 22 51 N
72 05 52 W

Fl G 4s 4 Green. Replaced by can when
endangered by ice.

* 21/01

25210
21375

- WEST BREAKWATER
LIGHT 3

41 00 54 N
73 32 18 W

Iso G 6 47 5 SG on tower.

* 21/01

38403 WANTON ISLAND
DIRECTIONAL LIGHT

42 07 42 N
73 55 01 W

Oc W 4s
(R & G sectors)

20 On skeleton tower. Shows red from 015.25° to
016.75°; white from 016.75°
to 017.25°; green from
017.25° to 018.75°.

* 21/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

545 False Cape Lighted
Buoy 4A

36 35 37 N
75 43 59 W

Fl R 2.5s 4 Red.

* 21/01
II-3.1

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
680 Cape Lookout Shoals
Lighted Buoy 2

34 29 37 N
76 25 41 W

Q R 4 Red.

* 21/01

685 Cape Lookout Lighted
Bell Buoy 14

34 18 07 N
76 23 59 W

Fl R 4s 4 Red.

* 21/01

690 Cape Lookout Shoals
Lighted Buoy 4

34 26 57 N
76 28 23 W

Q R 4 Red.

* * 21/01

695 Cape Lookout Shoal
Lighted Buoy 6

34 27 17 N
76 33 41 W

Fl R 6s 4 Red.

* 21/01

745 - Lighted Buoy B 34 35 22 N
77 01 28 W

Fl Y 2.5s 5 Yellow.

* 21/01

770 - Lighted Buoy G 34 23 36 N
77 23 35 W

Fl Y 2.5s 5 Yellow.

* 21/01

775 - Lighted Buoy H 34 27 57 N
77 21 08 W

Fl Y 4s 6 Yellow.

* 21/01

*Add Heading:
*Long Creek East Channel

*10335 - Daybeacon 2LE 36 54 14 N
76 04 18 W

TR on pile. Private aid.

21/01

*Delete Heading:
*Long Creek East Channel

10340 - Daybeacon 1A 36 54 30 N
76 03 12 W

SG on pile.

21/01

18657 MIRANT POTOMAC
RIVER LLC LIGHT A

Fl Y 2.5s 6 On pile supporting
floating boom to
Light B.

Private aid.

* 21/01

18659 MIRANT POTOMAC
RIVER LLC LIGHT B

Fl Y 2.5s 6 On pile supporting
floating boom to
Light A.

Private aid.

* 21/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.2

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
APPROACHES TO BALTIMORE HABOR (Chart 12278)

Pooles Island - West Channel

27285 Robins Point Shoal Buoy 1 39 17 06 N
76 17 02 W

Green can.

* 21/01

*Delete Heading:
*Old Topsail Creek

30140.2 - Junction Buoy OT Remove from list.

* 21/01

30140.5 - Buoy 1 Remove from list.

* 21/01

30140.7 - Buoy 2 Remove from list.

* 21/01

30141 - Buoy 3 Remove from list.

* 21/01

30141.5 - Buoy 5 Remove from list.

* 21/01

30143 - Buoy 7 Remove from list.

* 21/01

30143.5 - Buoy 8 Remove from list.

* 21/01

30144.5 - Buoy 11 Remove from list.

* 21/01

30144.6 - Buoy 13 Remove from list.

* 21/01

30144.7 - Buoy 14 Remove from list.

* 21/01

35455 - Buoy 114 Red nun with yellow triangle. Maintained year round.

* 21/01

*35540.1 - Buoy 131A Green can with yellow square.

21/01

35905 - Warning Daybeacon NW on pile worded
DANGER SHOAL.

* * * * * 21/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.3

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
36535 - Buoy 424 Red nun with yellow triangle. Maintained year round.

* 21/01

36540 - Buoy 425 Green can with yellow square.

* * * * 21/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III LIGHT LIST, 2000

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

St. Marys Entrance

6525 - RANGE FRONT LIGHT 30 42 28 N
81 27 54 W

Fl W 2.5s(Day)
Fl W 2.5s(Night)

26
30

KRW on tower.
On same structure as

Cumberland Sound
Obstruction Light.

DAY: Visible on range
line only.

NIGHT: Visible 4° each
side of range line.

* 21/01

10680.5 - LIGHT 13A 25 45 57 N
80 10 13 W

Fl G 4s 16 3 SG on pile.

* 21/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2000

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

3605 - RANGE FRONT LIGHT 34 09 08 N
119 12 21 W

Q R 61 KRW on pile. Higher intensity on range line.
Lighted throughout 24 hours.

* * 21/01

3610 - RANGE REAR LIGHT
245 yards, 037° from
front light.

34 09 14 N
119 12 15 W

Iso R 6s 86 KRW on pile. Higher intensity on range line.
Lighted throughout 24 hours.

* 21/01

9910 - Entrance Lighted
Whistle Buoy 2

46 12 48 N
124 08 06 W

Fl R 4s 3 Red.

* 21/01

9911 - Entrance Lighted
Buoy 3

46 14 18 N
124 08 42 W

Fl G 4s 3 Green.

* 21/01

9955 Clatsop Spit Lighted
Whistle Buoy 10

46 15 14 N
124 03 14 W

Fl R 4s 3 Red.

* 21/01

9980 - Channel Lighted Bell
Buoy 20

46 14 12 N
123 59 33 W

Fl R 2.5s 3 Red.

* 21/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.4

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
10235 PILLAR ROCK LOWER
RANGE
FRONT LIGHT

46 15 12 N
123 32 36 W

Fl W 2.5s
1s fl 1.5s ec.

20 KRB on pile structure. Higher intensity on range line.

* * 21/01

10401 - LIGHT 43 46 12 18 N
123 25 30 W

Fl G 2.5s 20 4 SG on dolphin. On dike.

* 21/01

15560 - Entrance Lighted
Whistle Buoy 4

46 53 42 N
124 11 48 W

Fl R 4s 3 Red.

* 21/01

15571 - Entrance Lighted
Whistle Buoy 8

46 54 30 N
124 10 54 W

Q R 3 Red. Fl R 2.5s high intensity
flashtube.

* 21/01

15755 - North Channel
Lighted Buoy 32

46 57 36 N
123 58 42 W

Fl R 2.5s 3 Red.

* 21/01

15841 Grays Harbor North Channel
Lighted Buoy 52

46 57 33 N
123 50 49 W

Q R 3 Red.

* 21/01

15842 Grays Harbor North Channel
Lighted Buoy 54

46 57 30 N
123 50 12 W

Q R 3 Red.

* 21/01

19350 Burrows Island Light 48 28 42 N
122 42 48 W

Fl W 6s 57 9 White square tower on building.
34

HORN: 2 blasts ev 30s (2s bl-2s
si-2s bl-24s si).

* 21/01

19385 Center Island Reef
Daybeacon

48 29 04 N
122 50 11 W

NW on pile worded DANGER
ROCK.

Ra ref.

* 21/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

1790 - Lighted Junction
Buoy

Fl (2+1) G 6s 4 Green and red bands. Maintained from May 14 to Nov.
1.

* 21/01

BUFFALO HARBOR (Chart 14833)

Buffalo Harbor

2665 - Traffic Lighted Bell
Buoy B

42 50 12 N
78 55 24 W

Mo (A) W 8 Red and white stripes. Maintained from Apr. 28 to Dec.
7.

* 21/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2000

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.5

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
2690 - North Entrance
Channel Lighted
Bell Buoy 1

Fl G 4s 7 Green. Maintained from Apr. 28 to Dec.
7.

* 21/01

2695 - North Entrance
Channel Lighted
Buoy 2

Fl R 4s 7 Red. Maintained from Apr. 28 to Dec.
7.

* 21/01

2700 - North Entrance
Channel Lighted
Buoy 4

Fl R 4s 7 Red. Maintained from Apr. 28 to Dec.
7.

* 21/01

Niagara River

3235 - Lighted Buoy 39 43 02 54 N
78 53 42 W

Fl G 4s 4 Green. Maintained from May 7 to
Dec. 7.

* 21/01

3570 - Junction Buoy M 42 09 05 N
80 04 55 W

Red with green band; nun.

* 21/01

3580 - Lighted Buoy 10 42 08 54 N
80 05 18 W

Fl R 2.5s 4 Red. Replaced by nun from Dec. 7 to
May 7.

* 21/01

3596 - Lighted Buoy 14 Fl R 4s 4 Red. Replaced by can from Dec. 7 to
May. 7.

* 21/01

4620 - Lighted Buoy 10 Fl R 2.5s 5 Red. Replaced by nun from Dec. 14
to Apr. 14.

* 21/01

4650 - Lighted Buoy 13 Fl G 4s 5 Green. Replaced by can from Dec. 14
to Apr. 14.

* 21/01

4655 - Lighted Buoy 14 Fl R 2.5s 5 Red. Replaced by nun from Dec. 14
to Apr. 14.

* 21/01

4660 Sandusky Exit Channel
Junction Lighted
Buoy E

Fl (2+1) R 6s 5 Red and green bands. Replaced by nun from Dec. 14
to Apr. 14.

* 21/01

4670 - Lighted Buoy 16 Fl R 2.5s 5 Red. Replaced by nun from Dec. 14
to Apr. 14.

* 21/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.6

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
Cooley Canal

6005 - BREAKWATER LIGHT 3 41 40 36 N
83 16 59 W

Fl G 4s 30
9

4 SG on tower.

* 21/01

6010 - BREAKWATER LIGHT 4 41 40 36 N
83 17 00 W

Fl R 4s 30
9

4 TR on tower.

* 21/01

6011 - Buoy 1 41 40 36 N
83 17 00 W

Green can. Maintained from May 15 to
Nov. 1.

* 21/01

6012 - Buoy 2 41 40 37 N
83 17 01 W

Red nun. Maintained from May 15 to
Nov. 1.

* 21/01

6040 - Safe Water Lighted Buoy 41 50 06 N
83 10 06 W

Mo (A) W 7 Red and white stripes.

* 21/01

8420 - Lighted Buoy 2 Fl R 4s 7 Red. Replaced by nun from Dec. 21
to Mar. 28.

* 21/01

10085 - Lighted Buoy 11 Fl G 4s 7 Green. Replaced by LIB of reduced
intensity from Dec. 21 to
Apr. 1.

* 21/01

10090 - Lighted Buoy 12 Fl R 4s 7 Red. Replaced by nun from Dec. 21 to
Apr. 1.

* 21/01

10575 - Lighted Buoy 2 Fl R 2.5s 5 Red. Nun; winter marker.
Maintained from Apr. 21 to Dec.

14.

* 21/01

10850 - Lighted Buoy 28 Fl R 4s 4 Red. Nun; winter marker.

* 21/01

10865 - Lighted Buoy 35 Fl G 4s 4 Green.

* 21/01

10900 - Lighted Buoy 43 Fl G 2.5s 4 Green.

* 21/01

Alpena

11355 Thunder Bay Traffic
Lighted Bell Buoy

44 58 42 N
83 15 18 W

Mo (A) W 7 Red and white stripes. Maintained from Apr. 28 to Dec.
1.

* 21/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.7

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
Alpena

11390 - Junction Lighted
Buoy AL

45 02 54 N
83 24 06 W

Fl (2+1) R 6s 4 Red with green band. Replaced by can from Dec. 1 to
Apr. 28.

* 21/01

Lafarge Corporation Channel

11420 - Junction Lighted
Buoy TB

45 03 18 N
83 25 00 W

Fl (2+1) R 6s 4 Red and green bands. Replaced by nun from Dec. 7 to
Apr. 28.

* 21/01

12180 Cheboygan Traffic
Lighted Bell Buoy

Mo (A) W 7 Red and white stripes. NOTE: Vessels are requested
to leave buoy on porthand in
passing.

Maintained from Apr. 21 to
Dec. 7.

* 21/01

12222 Les Cheneaux Island
Lighted Buoy 2

Fl R 6s 4 Red. Replaced by nun from Dec. 1 to
May 1.

* 21/01

12225 Les Cheneaux Island
Lighted Buoy 3

Fl G 6s 4 Green. Replaced by can from Dec. 1 to
May 1.

* 21/01

12230 Les Cheneaux Island
Lighted Buoy 4

Fl R 2.5s 4 Red. Replaced by nun from Dec. 1 to
May 1.

* 21/01

12235 Les Cheneaux Island
Lighted Buoy 5

Fl G 2.5s 4 Green. Replaced by can from Dec. 1 to
May 1.

* 21/01

12240 Port Dolomite Lighted
Buoy 7

Fl G 4s 4 Green. Replaced by can from Dec. 1 to
May 1.

* 21/01

12915 - Traffic Lighted Buoy Mo (A) W 7 Red and white stripes. Vessels are required to leave
buoy to port when passing.

Replaced by LIB from Dec. 7 to
May 1.

* 21/01

13030 - Junction Lighted Bell
Buoy

Fl (2+1) G 6s 7 Green and red bands. Replaced by LIB from Dec. 14 to
Apr. 28.

Range is 4NM when LIB is on
station.

* 21/01

14250 - Lighted Buoy 3 Fl G 4s 4 Green. Replaced by can from Nov. 21 to
May 1.

* 21/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.8

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
14337 - Lighted Buoy 9 Fl G 4s 4 Green. Replaced by can from Nov. 21 to
May 1.

* 21/01

14340 - Lighted Buoy 10 Fl R 4s 4 Red. Replaced by nun from Nov. 21 to
May 1.

* 21/01

14365 Brush Point Lighted
Buoy 15

Fl G 4s 4 Green. Replaced by can from Nov. 21 to
May 1.

* 21/01

14455 - Traffic Lighted Buoy Mo (A) W 7 Red and white stripes. Vessels are required to leave
buoy on port side in passing.

Maintained from May 1 to
Nov. 21.

* 21/01

15870 - Basin Traffic Lighted
Buoy

Mo (A) W 7 Red and white stripes.

* 21/01

16055 St. Louis Bay Junction
Lighted Buoy

Fl (2+1) R 6s 4 Red and green bands. Replaced by nun from Dec. 7 to
Apr. 28.

* 21/01

BEAVER BAY TO PIGEON POINT (Chart 14967)

16540 NOAA Lighted Weather
Buoy 45006

47 19 06 N
89 51 56 W

Fl (4) Y 20s
1s fl 1.5s ec.
1s fl 1.5s ec.
1s fl 1.5s ec.
1s fl 11.5s ec.

Yellow tripod mast. Replaced by nun from Nov. 1 to
Apr. 1.

* 21/01

16940 Crow Creek Lighted
Buoy 1

Fl G 4s 4 Green.

* 21/01

Manistee Lake

18480 - Lighted Buoy 2 44 15 11 N
86 18 47 W

Fl R 2.5s 4 Red. Maintained from May 14 to Oct.
14.

* 21/01

*20615 Oak Creek Park
Daybeacon 1

42 51 55 N
87 50 14 W

20
6

SG on pile on breakwater. Private aid.

21/01

*20616 OAK CREEK PARK
LIGHT 2

Fl R 4s 27
8

TR on pile on breakwater. Private aid.

21/01

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.9

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.


